OPTIMA 1027 - 1032 - 1037

1027

@ 90-500m G 110-370m
©100-400m @ 110-400m
©100-450m G 110-420m
© 100 -470 m

1032

©100-500m ©120-380m
©100-540m ©125-350m
@110-450m ©125-360m
@110 -470 m
© 110 -500 m
© 120 -370 m

1037

@100 - 550 m @120 - 400 m
@100 - 600 m @120 - 420 m
@ 110-450 m @125-385m
@110-500m @125 - 400 m
@110-530m D125-410m
@110-550m @135-370m
@110-570m @135-900m

The optimal solution

S’rondard equipmen’r -

* Motorization turbine Irricontrol or turbine Irridoseur

* Connection hose @ 4" length 4 m with HR male 4" coupler and FLD male 4" coupler.
* Manual front jack (mechanical or hydraulic in option) (hydraulic front jack on boggie)
* Trolley lifting type premium serie

* Hydraulic turntable. * Hydraulic stabilizers.

* Double supply pipe. e PTO shaft.

* Galvanized and articulated trolley, high 0,90 m, fixed track 1,75 m,

equipped with 2 cast iron weights and anti crops washing system.

* Tool rack

* Part circle gun KOMET Twin 2101 nozzles @16, 18, 20 et 22 for 90

* Part circle gun KOMET Twin 140 nozzles @ 22, 24, 26 et 28 for 100, 110

* Part circle gun KOMET Twin 160 nozzles 24, 26, 27,5 et 30 for 120 & 125

Hydraulic performances

. PE PE X Débit Pression Largeur bande Surface
Modele OFPE Long.(m)| Ep.(mm) LS (m3/h) entrée (Bars) | arrosee en m moyenne en ha
@ 90 500 8,2 50% 25 - 40 6-10 66 -72 3,6
@ 100 | 400 7,4 90% 30 - 60 6-10 72 - 84 3,4
5100 | 470 | 91 | foow | 30.35 | 6.10 | 66-78 36
, o - - - ,
Optima | @ 110 | 370 8,2 40% 30-75 6-10 72 - 90 3,3
1027 @110 | 400 8,2 70% 30 - 80 6-10 72 - 90 3,6
@110 | 420 10 90% 30 - 65 6-10 72 - 84 3,9
@ 100 | 500 9,1 50% 30 - 50 6-10 72 -78 3,9
@ 100 | 540 11 85% 35 - 48 7-10 72 -78 4,3
@110 | 450 10 40% 40 - 65 6,2-10 72 - 84 3,8
G110 | 300 | 10 | 0w | 40-65 | 63.10 | 72- o4 i
o - ,2 - - ,
Optima | @ 120 | 370 8,9 80% 30 - 90 6-10 72 - 90 3,4
CHEIE TR A AR B o R
, o - - - ,
@125 | 360 11,4 85% 30-92 6-10 72 - 90 3,2
@100 | 550 11 40% 35 - 48 7-10 72 -78 4,4
@ 100 | 600 11 80% 35-48 | 7,5-10,5 72 -78 4,7
@110 | 450 12,3 80% 40 - 65 6,7-10 72 - 84 3,8
G110 | 530 | 1004 | 0% | 40-61 | 68104 | 72- o4 05
, o - ,8-10, - ,
Optima | @ 110 | 550 12,3 75% 40-61 | 6,9-10,6 72 - 84 4,6
1037 @110 | 570 12,3 90% 40 - 61 7-10, 72 - 84 4,8
@ 120 | 400 11,4 70% 40-90 | 5,4-10,3 72 - 96 3,7
@120 | 420 11,5 90% 40-90 | 5,4-10,5 72 - 96 3,8
@125 | 385 11,4 75% 40 - 92 52-9,7 72 - 96 3,5
@ 125 | 400 11,4 80% 40 - 92 52-9,8 72 - 96 3,7
@125 | 410 11,4 95% 40 - 92 53-9,9 72 - 96 3,8
@135 | 370 10 75% | 40 - 100 5-9 72 - 96 3,5
@135 | 390 10 95% | 40-100| 5,1-9,1 72 - 96 3,6




single axle

S .
Hydraulic rotation of the turntable  Tool rack Hydraulic lifting 2000 series
with separate drive Option

Eq uipmen’r e — st |
Equipment (mandatory) : * Trolley Optima anti crops washing options
* Electric stop systems : - Option adjustable way for trolley 1.40 m
- - Shut-off valve or discharge electric valve. - Offset trolley OPTIMA
- Skid kit or wheel kit - Offset high trolley (h:1,40m)

) ) - Trolley guide OPTIMA se 2011

Optional equipment * Trolley serie 2000 lifting type Premium & hydraulic

- 3 positions trolley large beam

- Gun centring kit for offset trolley

- Trolley guide for serie 2000

* Other options

- Extra cost 2 wheels set 11,5x80x15,3 14p 1045
- Extra cost 2 wheels set 400x60x15,5

- Extra cost galvanized frame from 1027 to 1055
- Extra cost special crops track

- Lifting kit for boom G (1027 1032 1037)

- Extra cost hose 6m 4" 0

- Elbow VD3" méle

Technical characteristics

* Trolley :

- Automatic lifting trolley

- Trolley lifting type PREMIUM (1027-1032

- Hydraulic lifting trolley (1027-1032-1037))
- Rear unwinding kit

- Hydraulic anchorage kit for trolley

- Hydraulic front jack ( 3 ways distributor )

Modéle Hauteur | Largeur Long sans Long avec Hauteur Pneus Poids Poids
(m) (m) traineau (m) | traineau (m) | sous chassis (m) vide d'eau eneau
1027 3,74 2,43 5,67 8,00 0,33 11,5x80x 15,3 3850 6300
1032 3,78 2,43 5,67 8,00 0,33 11,5x80x 15,3 4500 7200
1037 | 38 253 570 7,50 0,36 115x80x153 5070 8300 i
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